


LIFTS THAT MEET 
YOUR HIGHEST 
EXPECTATIONS

K L E E M A N N  P R O D U C T  R A N G E

From major-scale public ventures with high-specification objectives and short turnarounds, to 

cost-effective, compact and hard-wearing business solutions or affordable private residence 

projects, we will work with you to develop the ideal product.

Wide range and unique design 

options that can be customized 

according to your specific needs.

W O R L D - C L A S S  
D E S I G N

Products designed for ease of 

installation and use, reliability 

and spatial efficiency.

E A S E  O F  
I N S TA L L AT I O N

Top quality equipment that 

ensures the excellent lift 

operation and reliability.

O U T S TA N D I N G  
P E R F O R M A N C E

KLEEMANN provides record fast 

delivery for standard range 

products.

R E C O R D  FA S T  
D E L I V E R Y

01 02 03 04



P A S S E N G E R  L I F T S



FLEXY LIFT R
P A S S E N G E R  L I F T S

F lexyL IFT  R  i s  a  cost -effect ive  and versat i le  l i f t  

so lut ion  that  can  be  adapted to  f i t  spec i f ic  shaft  

d imens ions  and machine  room requirements .  With  

min imum pit  and headroom requirements ,  

F lexyL IFT  R  i s  the  perfect  so lut ion  for  l i f t  

modernizat ion  in  low and mid -r i se  bui ld ings .

An eco-friendly hydraulic solution which 

offers flexibility in both lift dimensions and 

machine room location



ADVANTAGES
F L E X Y  L I F T  R

E C O - F R I E N D LY
Flexy Lift  R is equipped with regeneration systems, 

providing exceptional ride quality whilst reducing energy 

usage by up to 60%.

O U T S TA N D I N G  R I D E  Q U A L I T Y
FlexyLIFT R  is designed to deliver both premium quality 

construction and exceptional ride comfort. Low noise levels 

and minimal vibrations ensure a smooth and pleasant 

passenger experience.

F L E X I B L E  I N S TA L L AT I O N
The option of a small cabinet for the power unit and 

controller enables installation in shafts with or without a 

machine room

S PAT I A L  E F F I C I E N C Y
FlexyLIFT MR & MRL were designed to offer optimum use 

of space within the shaft with reduced pit and headroom.



Rated load (kg) 180-1000

Suspension 1:2

Machine room MR 

Max travel (m) 25

Max Number of stops 8

Max rated speed (m/s) 0,74

Min pit depth (mm) 300 (MR) 

Min clear headroom (mm) 2600

Max car entrances 3

Panoramic option Yes

Directives & Standards Lifts Directive  2014/33/EU

MR MRL

SPECIFICATIONS
F L E X Y  L I F T  R



ATLAS BASIC
P A S S E N G E R  L I F T S

At las  Bas ic  i s  a  h igh ly  economica l  t ract ion  MRL 

so lut ion  for  res ident ia l  bu i ld ings .  Ser v ing  rated 

loads  of  375 –1000kg ,  At las  Bas ic  i s  des igned to  

offer  both  reduced tota l  cost  of  ownersh ip  

(TCO)  and va lue  for  money.

A cost-effective solution that fulfills your 

vertical transportation needs



ADVANTAGES
A T L A S  B A S I C

E C O - D E S I G N
Atlas Basic has been designed according to the Eco design 

principles (ISO 14006) and holds an Environmental Product 

Declaration in compliance with ISO 14025.

L O W  N O I S E  L E V E L S
Gearless motor and state-of-the-art inverter combined with 

innovative design guarantees remarkably low noise levels 

inside and outside the cabin.

E M E R G E N C Y  E VA C U AT I O N
The emergency evacuation system ensures the safe 

transportation of passengers to the nearest floor where the 

doors automatically open as to allow the car exit.

S C A F F O L D L E S S  I N S TA L L AT I O N
KLEEMANN has developed a cost saving scaffoldless 

method to install the Atlas Basic with minimum assistance 

from the builder.

S T O P P I N G  A C C U R A C Y
Due to its gearless motor and state-of-the-art inverter, Atlas 

Basic offers excellent stopping accuracy that does not 

exceed 2mm while the ride quality exceeds all quality 

standards (measurements based on ISO 18738).



Rated load (kg) 375-1000

Suspension 2:1

Machine room MRL (MR as  an option)

Max travel (m) 45

Max Number of stops 16

Max rated speed (m/s) 1,6

Min pit depth (mm) 1100

Min clear headroom (mm) 3400

Max car entrances 2

Panoramic option Yes

Directives & Standards Lifts Directive 2014/33/EU

* For internal car height 2100mm

SPECIFICATIONS
A T L A S  B A S I C



ATLAS PREMIUM
P A S S E N G E R  L I F T S

At las  Premium is  a  t ract ion  MRL opt ion for  

commerc ia l  and publ ic  bu i ld ings .  At las  Premium 

can be  adapted to  accommodate your  spec i f ic  

l i f t  requirements ,  inc luding  spec ia l i st  ant i -

vandal ,  f i ref ight ing  and earthquake res istant  l i f t  

so lut ions .

.

The perfect combination of exceptionally 

low energy consumption and outstanding 

performance



ADVANTAGES
A T L A S  P R E M I U M

E C O - D E S I G N
Atlas Premium has been designed according to the Eco 

design principles (ISO 14006) and holds an Environmental 

Product Declaration in compliance with ISO 14025.

E X T R A  S A F E T Y  F E AT U R E S
Safety and durability are enhanced with the features for 

vandal resistant (EN81-71), firefighting (EN81-72) and 

earthquake resistant lifts (EN 81-77 or ASME A17.1).

E M E R G E N C Y  E VA C U AT I O N
The emergency evacuation system ensures the safe 

transportation of passengers to the nearest floor where the 

doors automatically open as to allow the car exit.

S C A F F O L D L E S S  I N S TA L L AT I O N
KLEEMANN has developed a cost saving scaffoldless 

method to install the Atlas Premium with minimum 

assistance from the builder.

S T O P P I N G  A C C U R A C Y
Due to its gearless motor and state-of-the-art inverter, Atlas 

Basic offers excellent stopping accuracy that does not 

exceed 2mm while the ride quality exceeds all quality 

standards (measurements based on ISO 18738).



Rated load (kg) 375-1000

Suspension 2:1

Machine room MRL (MR)

Max travel (m) 65

Max Number of stops 24

Max rated speed (m/s) 1,6

Min pit depth (mm)
v≤1,0 m/s 1100
v=1,6 m/s 1250

Min clear headroom (mm)
v≤1,0 m/s 3400*
v=1,6 m/s 3600*

Max car entrances 2

Panoramic option Yes

Directives & Standards Lifts Directive 2014/33/EU

* For internal car height 2100mm

SPECIFICATIONS
A T L A S  P R E M I U M



ATLAS RPH R
P A S S E N G E R  L I F T S

At las  RPH R  i s  a  t ract ion  MRL so lut ion  idea l  for  

the  modernizat ion  of  ex ist ing  l i f t s  and those  

with  narrow shafts .  The  state -of - the-art  

inverter  min imizes  no ise  and de l ivers  

outstanding  r ide  qua l i ty  and except iona l ly  low 

energy  consumpt ion.

A practical solution for buildings with pit 

and headroom limitations



ADVANTAGES
A T L A S  R P H  R

E C O - F R I E N D LY
Energy saving product which reduces CO2 emission up to 

60% using a regeneration drive, stand-by-mode and led 

lighting.

S PAT I A L  E F F I C I E N C Y
Suitable for buildings with reduced pit and headroom, Atlas 

RPH R is Ideal for modernization of existing lifts. Designed 

to support the installation of up to three cabin doors.

E A S E  O F  I N S TA L L AT I O N
Atlas RPH needs only one wall for the installation with most 

of the subunits pre-assembled and ready to be installed.

S A F E  D O O R  C L O S I N G
Atlas RPH R is equipped with light curtains to provide 

additional safety and protection to the passenger when the 

car doors are closing.

L O W  N O I S E  L E V E L S
Gearless motor and state-of-the-art inverter combined with 

innovative design guarantees remarkably low noise levels 

inside and outside the cabin. The noise level inside the 

cabin (measured according to ISO 18738) during the lift 

operation reaches 52-54 dB (A).



Rated load (kg) 450-1050

Suspension 2:1

Machine room MRL

Max travel (m) 40

Max Number of stops 14

Max rated speed (m/s) 1,0

Min pit depth (mm) 320

Min clear headroom (mm) 2600

Max car entrances 3

Panoramic option Yes

Directives & Standards Lifts Directive 2014/33/EU

SPECIFICATIONS
A T L A S  R P H  R



ATLAS GIGAS R
P A S S E N G E R  L I F T S

At las  G igas  R  i s  the  f i rst  cho ice  for  a  range of  

commerc ia l  and publ ic  bu i ld ings  operat ing  rated 

loads  of  1050 –2500kg.  Offer ing  the  opt ion  to  

insta l l  a  la rger  car  in  a  standard -s ized shaft ,  At las  

G igas  R  prov ides  opt imum space  eff ic iency  for  

bui ld ings  with  h igh  dens i ty  passenger  f low.

The ideal option for high density passenger 

flow buildings with minimum waiting times



ADVANTAGES
A T L A S  G I G A S  R

E C O - D E S I G N
Atlas Gigas R has been designed according to the Eco design 

principles (ISO 14006) and holds an Environmental Product 

Declaration in compliance with ISO 14025.

S PAT I A L  E F F I C I E N C Y
Optimum space efficiency is granted for high density 

passenger flow provided by the capability for larger car 

installation in a standard shaft.

E A S E  O F  I N S TA L L AT I O N
Atlas Gigas R is supplied with a machine lifting system, 

especially designed to facilitate the installation of high 

rated load lifts, hence, larger motors.

E X T R A  S A F E T Y
Safety and durability in public buildings are enhanced with 

the special features for vandal resistant lifts (EN81-71), 

firefighting lifts (EN81-72) and earthquake resistant lifts (EN 

81-77 or ASME A17.1).



Rated load (kg) 1150-2500

Suspension 2:1

Machine room MRL (MR as  an option)

Max travel (m) 45

Max Number of stops 16

Max rated speed (m/s) 1,6

Min pit depth (mm) 1100

Min clear headroom (mm) 3800

Max car entrances 2

Panoramic option Yes

Directives & Standards Lifts Directive 2014/33/EU

SPECIFICATIONS
A T L A S  G I G A S  R



HRS
P A S S E N G E R  L I F T S

HRS i s  perfect  for  a  range of  h igh -r i se  commerc ia l  

and publ ic  bu i ld ings .  The  Remote  L i f t  Monitor ing  

system prov ides  a  centra l  informat ion system that  

enables  the  eff ic ient  and s imultaneous  

management  of  up  to  18  l i f t s ,  idea l  for  larger  

bui ld ings  operat ing  h igh  dens i ty  passenger  f low.

A high speed solution for large buildings 

with high density passenger flow



ADVANTAGES
H R S

R E D U C E D  W A I T I N G  T I M E S
The Destination Control System reduces waiting times by 

serving the increased number of calls, where it is important 

for the passengers to be transported rapidly.

E X T R A  S A F E T Y  F E AT U R E S
Safety and durability are enhanced with the features for 

vandal resistant (EN81-71), firefighting (EN81-72) and 

earthquake resistant lifts (EN 81-77 or ASME A17.1).

E C O - F R I E N D LY
Energy saving product which reduces CO2 emission up to 

60% using a regeneration drive, stand-by-mode and led 

lighting.

L I F T  M A N A G E M E N T
Providing the opportunity for improved lift management, 

the Remote Lift Monitoring System is an excellent solution 

for buildings with multiple lifts.

P R E M I U M  R I D E  Q U A L I T Y
The isolated roller guide shoes limit vibrations and offer 

premium ride quality and cost saving. Due to the spring 

system and the permanent contact with the guide rail, the 

high-quality rollers are granted with an exceptionally long 

service life.



Model MR MRL

Rated load (kg) 1000-1600
630-1275

Suspension 2:1 2:1

Max travel (m) 150 150

Max Number of stops 47 47

Max rated speed (m/s) 4,0 2,5

Min pit depth (mm) 1800 1800

Min clear headroom (mm) 4140 4450 

Max  car entrances 2 2

Directives & Standards Lift Directive 2014/33/EU

MR MRL

SPECIFICATIONS
H R S



H O M E L I F T S



MAISON100 E
H O M E L I F T S

Maison100 E  i s  des igned with  100mm minimum pit  

depth  and 2500mm headroom required to  explo i t  

the  space  ava i lab le .  Ava i lab le  with  semi -automat ic  

or  automat ic  doors ,  Maison100 E  can be  a lso  

prov ided with  an  a luminum shaft  construct ion  

where  a  masonry  shaft  i s  not  ava i lab le .

The innovative electric cabin platform lift 

with a premium design to meet your 

highest expectations



ADVANTAGES
M A I S O N 1 0 0  E

FA S T  A N D  E A S Y  
I N S TA L L AT I O N

Smart and compact design for installation in 

just 3 days.

P R E C I S E  F L O O R  
L E V E L I N G

The new controller Genius 20 is equipped with 

tape head system for precise floor leveling.

P L U G  N ’  P L AY  
S O L U T I O N
Prewired shaft wiring and single phase power 

supply.

L O W  N O I S E  
L E V E L S

Innovative electric drive (VVVF controlled), 

guarantees remarkably low noise levels inside and 

outside the cabin. 



Rated load (kg) Up to 385

Suspension 1:6

Machine room MR

Max travel (m) 12

Max Number of stops 5

Max rated speed (m/s) 0,15

Min pit depth (mm) 100

Min clear headroom (mm) 2500

Max car entrances 2

Panoramic option Yes

Directives & Standards
Machinery Directive 2006/42/EC

SPECIFICATIONS
M A I S O N 1 0 0  E



MAISON100 H
H O M E L I F T S

Idea l  for  comfort  and ease,  Maison100 H i s  a  va lue  

for  money so lut ion  that  prov ides  access  ins ide  or  

outs ide  a  mult i - storey  pr ivate  res idence  and 

guarantees  safety  and sty le .  th is  ind irect  act ing  

hydraul ic  so lut ion  i s  perfect ly  su i tab le to  

bui ld ings  with  or  without  concrete  shaft  and with  

shaft  p i t  and headroom l imitat ions .  

A value for money hydraulic solution with 

minimum space requirements



ADVANTAGES
M A I S O N 1 0 0  H

O P T I M U M  U S E  O F  S PA C E
The pit and headroom requirements are among the most 

competitive in the market for enclosed cabin platform lifts. 

Maison100 Η for Home Solutions offers optimum space 

efficiency by providing the opportunity of installing larger 

car in a standard shaft.

U N I Q U E  C A B I N  D E S I G N
Specifically designed for the needs of the homelift market, 

the new cabin ensures ease of installation and facilitates 

the maintenance procedure. The lighting color may be 

easily altered to any RGB colour, creating an outstanding 

ambience inside the cabin.

P R E M I U M  R I D E  Q U A L I T Y
With the new controller Genius 20 which is equipped with 

tape head system for precise floor leveling and a 2speed 

hydraulic valve, Maison100 H has a premium ride quality

P L U G  N ’  P L AY  S O L U T I O N

Prewired shaft wiring and single phase power 

supply.



Rated load (kg) Up to 385

Suspension 1:2

Machine room MRL with machinery cabinet

Max travel (m) 12

Max Number of stops 5

Max rated speed (m/s) 0,15

Min pit depth (mm) 100

Min clear headroom (mm) 2500

Max car entrances 2

Panoramic option No

Directives & Standards Machinery Directive 2006/42/EC

SPECIFICATIONS
M A I S O N 1 0 0  H



F R E I G H T  L I F T S



ATLAS SUPER GIGAS
F R E I G H T  L I F T S

At las  Super  Gigas  i s  des igned to  fu l ly  exp lo i t  the  

shaft  space  and fac i l i tate  insta l lat ion  and 

maintenance.  Featur ing  ta i lored cargo  l i f t  st ruts ,  

i t  o ffers  a  robust  and re l iab le  l i f t  so lut ion  for  a l l  

your  industr ia l  needs .

A traction solution for freight transportation 

up to 5000kg, fully exploiting the shaft space



ADVANTAGES
A T L A S  S U P E R  G I G A S

S PAT I A L  E F F I C I E N C Y
Optimum space efficiency by offering the option of a larger 

car installation in a standard shaft for rated loads up to 

5000kg.

E X T R A  S A F E T Y  F E AT U R E S
Safety and durability in public buildings are enhanced with 

the special features for vandal resistant lifts (EN81-71), 

firefighting lifts (EN81-72) and earthquake resistant lifts (EN 

81-77 or ASME A17.1).

S A F E  D O O R  C L O S I N G
Atlas Super Gigas is equipped with light curtains to provide 

additional safety and protection to the passenger when the 

car doors are closing.

O U T S TA N D I N G  R I D E  Q U A L I T Y
Premium quality and exceptional ride comfort are delivered 

by both a gearless motor and a state-of-the-art inverter.



Rated load (kg) 2500-5000

Suspension 4:1

Machine room MRL

Max travel (m) 45

Max Number of stops 16

Max rated speed (m/s) 1,0

Min pit depth (mm) 1400

Min clear headroom (mm) 3900

Max car entrances 2

Panoramic option Yes

Directives & Standards Lifts Directive 2014/33/EU

SPECIFICATIONS
A T L A S  S U P E R  G I G A S



Rated load (kg) 1500-10000

Max car available area (m2) 4,8-38,64

Car width (mm) 1700-5500

Car depth (mm) 2700-7000

Clear door width (mm) 1400 4PC-2400 8PC

Shaft width (mm) 2500-6500

Shaft depth (one door) 3100-7550

Shaft depth (two doors) 3250-7900

Min pit depth (mm) 1500-1600

Min clear headroom (mm) 3600-4000

HYDRAULIC LIFTS
F R E I G H T  L I F T S



Rated load (kg) 3000-6000

Max car available area (m2) 10,64-22,64

Car width (mm) 2300-3300

Car depth (mm) 4600-6800

Clear door width (mm) 2200-2500

Shaft width (mm) 3200-4400

Shaft depth (one door) 5100-7300

Shaft depth (two doors) 5350-7550

Min pit depth (mm) 1500-1600

Min clear headroom (mm) 3600-4000

CAR LIFTS
F R E I G H T  L I F T S



BED LIFTS
F R E I G H T  L I F T S

Rated load (kg) 1000-2500

Max car available area (m2) 2,4-5

Car width (mm) 1100-1800

Car depth (mm) 2100-2700

Clear door width (mm) 900-1400

Shaft width (mm) 1650-3000

Shaft depth (one door) 2500-3050

Shaft depth (two doors) 2650-3150

Min pit depth (mm) 1500-1600

Min clear headroom (mm) 3600-4000



Thank you

KLEEMANN HELLAS SA
Kilkis Industrial Area

P.O. BOX 25, Kilkis, 611 00 - Greece
G.E.MI. 14486435000

www.kleemannlifts.com


